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Many of your favorite Loctite compounds are now available in QuickStix tubes.  The semi-
solid sticks eliminate the leaky mess in your toolbox and those surprise empty bottles.  
Some QuickStix compounds can also be applied well in advance of assembly.  

Loctite QuickStix Medium-Strength (Blue) Nut and Bolt Locker  The same for-
mula as Loctite 242 Blue, but in a semisolid stick.  Can be applied in advance of assembly 
so your spare parts are ready to install right out of the box.  19 g (0.67 oz.) stick.

Loctite QuickStix Medium-Strength Threadlocker, 19 g  .  .  .  .  .  .Part No . LT-37614  .  .  .  .  .  . $21 .99
Also available in the QuickStix 5-Stick Assortment below.

Loctite QuickStix High-Strength (Red) Stud Locker  The same formula as Loctite 
271 Red, but in a semisolid stick.  Can be applied in advance of assembly so your spare 
parts are ready to install right out of the box.  19 g (0.67 oz.) stick.

Loctite QuickStix High-Strength Threadlocker, 19 g  .  .  .  .  .  .  .Part No . LT-37700  .  .  .  .  .  . $23 .99
Also available in the QuickStix 5-Stick Assortment below.

Loctite QuickStix High-Temp Bearing Mount  Similar to Loctite 609, but in a semi-
solid stick.  The waxy compound has higher shear strength (3800 psi vs. 2300 psi) and a 
higher temperature rating than the liquid (400°F vs. 300°F).  19 g (0.67 oz.) stick.

Loctite QuickStix Hi-Temp Bearing Mount, 19 g  .  .  .  .  .  .  .  .  .  .  .Part No . LT-640482  .  .  .  .  . $9 .59

Loctite QuickStix Thread Sealant  Similar to Loctite 565, but in a cleaner semi-solid 
stick. Provides a tough, positive seal to prevent leakage or vibration loosening of tapered 
pipe threads. Seals operating pressures up to 10,000 psi. Also acts as a thread lubricant to 
prevent seizing and galling. 19 g (0.67 oz.) stick.

Loctite QuickStix Thread Sealant, 19 g  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .Part No . LT-37615  .  .  .  .  .  . $10 .99
Also available in the QuickStix 5-Stick Assortment below.

Loctite QuickStix C5-A Copper Anti-Seize  Protects against galling and seizing up 
to 1800°F.  Copper based anti-seize is recommended in high-pressure applications such 
as spark plug threads, jam nuts, and rod end threads.  The semisolid stick form means no 
more punctured tubes leaking in your toolbox.  20 g (0.70 oz.) stick.

Loctite QuickStix C5-A Copper Anti-Seize, 20 g  .  .  .  .  .  .  .  .  .  .  .  .Part No . LT-37616  .  .  .  .  .  .  . $4 .99
Also available in the QuickStix 5-Stick Assortment below.

Loctite QuickStix Silver Grade Anti-Seize  Protects against seizing and corrosion up 
to 1600°F.  Nickel based (silver colored) anti-seize provides better protection against cor-
rosion in harsh environments than copper based anti-seize.  The semisolid stick eliminates 
that oozing can and mangled brush from your toolbox.  20 g (0.70 oz.) stick.

Loctite QuickStix Silver Grade Anti-Seize, 20 g  .  .  .  .  .  .  .  .  .  .  .  .Part No . LT-37617  .  .  .  .  .  .  . $4 .69
Also available in the QuickStix 5-Stick Assortment below.

Loctite QuickStix Hi-Tack Gasket Dressing  Holds gaskets in place for easy assembly.  
Solvent-free, low-odor formula.  Great for valve cover gaskets as well as vertical gaskets 
like fuel pump and intake gaskets, 19 g (0.67 oz.) stick.

Loctite QuickStix Hi-Tack Gasket Dressing, 19 g  .  .  .  .  .  .  .  .  .  .  .Part No . LT-39158  .  .  .  .  .  .  . $5 .59

Loctite QuickStix 5-Stick Assortment Kit  Includes Blue Threadlocker (LT-37614), 
Red Threadlocker (LT-37700), PST Thread Sealant (LT-37615), Silver Anti-Seize (LT-37617), 
and C5-A Copper Anti-Seize (LT-37616) QuickStix in a reusable cardboard organizer box.  

Loctite QuickStix 5-Stick Assortment Kit  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .Part No . LT-38725  .  .  .  .  .  . $68 .99
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Loctite 242 Medium-Strength (Blue) Nut and Bolt Locker  
This familiar medium-strength thread locking compound prevents 
loosening from vibration, yet still allows fasteners to be disassembled 
with hand tools. 10 ml (0.34 fl oz.) bottle.

Loctite 242 Medium-Strength (Blue) Threadlocker, 10 ml
  Part No . LT-24221 .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . $12 .99

Loctite 271 High-Strength (Red) Stud Locker  This high-
strength thread locking compound is recommended for studs and 
high-strength bolts.  The extra strength means that you may need 
to use heat to remove fasteners without breakage.  6 ml (0.20 fl oz.) 
tube.

Loctite 271 High-Strength (Red) Threadlocker, 10 ml
  Part No . LT-37421  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . $5 .99

Loctite 290 Penetrating (Green) Threadlocker  This low-vis-
cosity compound can be used to lock previously assembled fasten-
ers such as jam nuts.  The strength is similar to 242 Medium-Strength 
(Blue) above. 6 ml (0.20 fl oz.) tube.

Loctite 290 Penetrating (Green) Threadlocker, 6 ml
  Part No . LT-37423 .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .$7 .99

Loctite 609 Bearing Mount (Green)  This bonding compound 
salvages worn parts by bonding cylindrical parts such as bearings to 
loose-fitting shafts or housings. Bonds gaps up to 0.005’’ (0.13mm).  
Also great for augmenting mechanical bonds such as swaged or 
crimped assemblies.  10 ml (0.34 fl oz.) bottle.

Loctite 609 Bearing Mount (Green), 10 ml
  Part No . LT-60921  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . $12 .49

Loctite SF 7649 Klean N Prime Activator (Primer N)  Use with 
any product above to clean the mating surfaces and to speed the 
cure time.  This primer is especially critical on "inactive" surfaces 
including stainless steel, titanium, magnesium, aluminum, black 
oxide, and plated parts (which covers just about all critical race car 
fasteners and assemblies, doesn’t it).  4.5 oz. aerosol can.

Loctite 7649 Primer N Surface Prep, 4.5 oz. aerosol can
  Part No . LT-37509 .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . $11 .19

Loctite 243 Primerless (Blue) Threadlocker  This medium-
strength threadlocker has similar properties to 242 above, but 
formulated for a better bond to inactive materials without a primer. 
6 ml (0.20 fl oz) tube.

Loctite 243 Primerless Threadlocker, 6 ml
  Part No . LT-1330799  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .$7 .99

Loctite® Anaerobic Compounds

Loctite® Products

Loctite® QuickStix Compounds

Pegasus is proud to stock genuine Loctite® threadlockers, sealants, adhesives, and lubricants!  Loctite products have been 
trusted by mechanics and manufacturers since the 1950s.  Even Carroll Smith called Loctite “the racer's salvation.”  The use of 
Loctite threadlockers on properly cleaned, prepared, and torqued fasteners can eliminate the need for mechanical locking 
devices such as safety wire or locknuts.  Now, over 60 years later, Loctite is much more than just blue, red, and green!

Loctite Pro Performance 300 Spray Adhesive  This adhesive was originally for-
mulated for interior fabrics and carpeting, but will bond metal, glass, plastics, and more.  
Excellent for gluing fabric to your racing seat insert!  Withstands temperatures up to 170°F.  
Bonds in 30 minutes.  400 ml (13.5 oz.) aerosol can.

Loctite Maximum-Strength Spray Adhesive, 400 ml .  .  .  .  .  .  .Part No . LT-2267077 .  .  .  .  . $9 .99

Loctite Fast Cure Epoxy Mixer Cups  Get the right amount of epoxy, every time, with 
no guessing or measuring.  3.4 grams (0.12 oz.) of epoxy and hardener are packaged in 
a convenient mixer cup.  Just mix the two parts into a grey thick liquid, apply where you 
need it, and throw the cup away.  Fast Cure adheres to metal, glass, hard plastics, and 
wood.  5 minute working time (10 minute fixture time) is ideal for small, quick repairs.  
Available in packs of 4 cups or 10 cups.  Each pack includes disposable mixing sticks.

Loctite Fast Cure Epoxy Mixer Cups, pack of 4 cups  .  .  .  .  .  .  .  .Part No . LT-39089 .  .  .  .  .  .  . $9 .99
Loctite Fast Cure Epoxy Mixer Cups, pack of 10 cups  .  .  .  .  .  .  .Part No . LT-37513  .  .  .  .  .  .  .$17 .49

Loctite 401 Prism Instant Adhesive  This fast-acting cyanoacrylate super glue bonds 
to most nonporous surfaces, from leather and rubber to composites and even steel. 15 
second average fixture time frees you up to do other things.  Full shear strength (up to 
2900 psi) after 24 hour cure time.  20g squeeze bottle.  

Loctite 401 Prism Instant Adhesive, 20g bottle  .  .  .  .  .  .  .  .  .  .  .  .Part No . LT-135429  .  .  .  .  . $18 .39

Loctite® Adhesives

Loctite QuickStix 
Medium-Strength 

(Blue) Threadlocker  
Part No. LT-37614

Loctite QuickStix 
Silver Grade  
Anti-Seize 
Part No. LT-37617

See page 158 for Loctite Hysol structural epoxy.

Loctite Chisel Gasket Remover  Removes gaskets, RTV, and 
paint from metal parts without scraping or sanding.  It can even 
cut through baked-on grease and carbon deposits. Just spray on 
and allow to penetrate for 5 minutes before brushing, scraping, or 
wiping off.  Non-corrosive on aluminum. 18 oz. aerosol can.

Loctite Chisel Gasket Remover, 18 oz. aerosol can
  Part No . LT-79040  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . $19 .99

Loctite Pro Strength Parts Cleaner  Dissolves greases and 
oils (even synthetics) from metal parts, then dries quickly without 
residue.  Use as a brake cleaner or as a pre-cleaner before using 
Loctite 7649 Primer N.  538 g (19 oz.) aerosol can.  

Loctite Pro Strength Parts Cleaner, 538 g
  Part No . LT-30548  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . $9 .59
Note: Pro Strength Parts Cleaner is very aggressive and will 
attack most plastics, rubber, and paint finishes . Be sure to  
protect sensitive parts from overspray!

Loctite® Cleaners and Lubricants

Note: Do not use any of the anaerobic compounds 
 listed here on or near plastic parts.

Prices shown are current as of April 2, 2021.
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