
1-800-688-6946  (Fax: 262-317-1201)  PegasusAutoRacing.com Check website to verify current pricing 83

PLU
M

BIN
G

3⁄8-24 short Bleeder Screw, 1.25" overall length . . . . . . . . . . .Part No. 3266-01. . . . . . . . $2.99
3⁄8-24 long Bleeder Screw, 1.50" overall length. . . . . . . . . . . .Part No. 3266-02. . . . . . . . $5.49
10 x 1.0 mm Bleeder Screw, 1.25" overall length. . . . . . . . . . .Part No. 3266-03 . . . . . . . $3.69
10 x 1.0 mm Bleeder Screw, 1.43" overall length. . . . . . . . . . .Part No. 3266-21 . . . . . . . . .$4.19
1⁄4-28 Bleeder Screw, 0.90" overall length . . . . . . . . . . . . . . . . .Part No. 3266-04 . . . . . . . $2.99
7 x 1.0 mm Bleeder Screw (used on most LD65 calipers) . . . . .Part No. 3266-06 . . . . . . . $3.69
Dust Cap for Bleeder Screw. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .Part No. 3266-Cap . . . . . . .$1.69

Standard One-piece Bleeder Screws and Dust Cap

This special assembly utilizes a 1⁄8 NPT brass plug that contains 
a seat for the 1⁄4-28 steel bleeder screw which is also furnished. 
Can be used to repair stripped 3⁄8-24 threads in calipers or 
slave cylinders. This is a direct replacement for Outlaw and 
Wilwood bleeders. The pipe thread has pre-applied sealant to 
provide a leak-free installation.
Note:  Can be converted to a Speed Bleeder by replacing the 
bleeder screw with Part No. 3266-16 (sold separately).

2 piece 1⁄8 NPT Bleeder Screw Assembly . . . . . . . . . . . . . . . . . . . . Part No. 3266-05 . . . . . $4.89
Each assembly includes one 1⁄8 NPT brass plug and one 1⁄4-28 bleed screw.  

Special 2 piece 1⁄8 NPT Bleeder Screw Assembly

Speed Bleeders allow true one-person 
hydraulic system bleeding with no special 
equipment or compressed air source.  When the 
Speed Bleeder screw is opened, a one-way ball 
check valve allows fluid and air out, but nothing 
back in.  Speed Bleeders use a standard seat, so 

they cannot fail while the screw is closed.  Some other brands use the seat as the moving 
part, creating potential leak points. Speed Bleeders give you the convenience of a check 
valve without compromising the inherent reliability of a standard bleeder screw.
Tech Tip: Use two of our Brake Bleeder Bottles to bleed both the front and rear brakes at 
the same time.  This prevents the brake bias bar from binding and allows a full stroke on 
each master cylinder, making the job even more efficient.

1⁄4-28 Speed Bleeder Screw, 1.00" overall length . . . . . . . . . .Part No. 3266-16 . . . . . . . . $9.69 

7 x 1.0 mm Speed Bleeder, 1.20" overall length. . . . . . . . . . . .Part No. 3266-12 . . . . . . . . $9.69
8 x 1.25 mm Speed Bleeder, 1.20" overall length . . . . . . . . . .Part No. 3266-17 . . . . . . . . $9.69
3⁄8-24 Speed Bleeder Screw, 1.30" overall length . . . . . . . . . .Part No. 3266-10. . . . . . . . $9.69
10 x 1.0 mm Speed Bleeder, 1.20" overall length . . . . . . . . . .Part No. 3266-14 . . . . . . . . $9.69
10 x 1.25 mm Speed Bleeder, 1.20" overall length . . . . . . . . .Part No. 3266-15 . . . . . . . . $9.69

Speed Bleeders – Bleed brakes without a helper!

Special sealant on 
threads helps to 

prevent air leakage 
while bleeding.

Banjo Bolts and Crush Washers

3⁄8 inch or 10mm Soft Copper Crush Washer, each. . . . . . . . . . Part No. 3241-3⁄8 . . . . . . . 69¢
7⁄16 inch Soft Copper Crush Washer, each . . . . . . . . . . . . . . . . . . . Part No. 3241-7⁄16. . . . . . . 89¢
3⁄8 inch Aluminum Washer, 5 pieces . . . . . . . . . . . . . . . . . . . . . . . . Part No. 3278-03 . . . . . $1.89
7⁄16 inch Aluminum Washer, 5 pieces . . . . . . . . . . . . . . . . . . . . . . . Part No. 3278-04 . . . . . $2.09
9⁄16 inch Aluminum Washer, 5 pieces . . . . . . . . . . . . . . . . . . . . . . . Part No. 3278-06 . . . . . $2.39
3⁄4 inch Aluminum Washer, 5 pieces . . . . . . . . . . . . . . . . . . . . . . . . Part No. 3278-08 . . . . . $3.99

12mm Aluminum Washer, 5 pieces . . . . . . . . . . . . . . . . . . . . . . . . . Part No. 3278-M12 . . . $3.99

Soft Copper and Aluminum Crush Washers for Banjo Fittings

Steel Banjo Bolts for a Single Banjo Fitting:
3⁄8-24 Banjo Bolt for Single Banjo Fitting (0.98" shank). . . . . . . . . . Part No. 3242-001 . $6.49
3⁄8-24 Banjo Bolt for Single Banjo Fitting (0.78" shank). . . . . . . . . . Part No. 3242-011. . $5.69

Use the 0.98" shank with any of our steel banjo adapters or reusable banjo hose ends.  The 
shorter 0.78'' shank only fits the thin banjo on our premade 3AN hoses (Part No. 3-xx-S-B).

7⁄16-24 Banjo Bolt for Single Banjo (Small Hex) (0.87" shank) . . . . Part No. 3242-025 . $8.29
7⁄16-20 Banjo Bolt for Single Banjo Fitting (0.98" shank) . . . . . . . . . Part No. 3242-005 . $8.29

10 x 1.00mm Banjo Bolt for Single Banjo Fitting (0.98" shank) . . Part No. 3242-041 . $6.99
10 x 1.00mm Banjo Bolt for Single Banjo Fitting (0.78" shank). . . Part No. 3242-003 . .$6.19

10 x 1.25mm Banjo Bolt for Single Banjo Fitting (0.78" shank). . . Part No. 3242-004 . $5.99
10 x 1.50mm Banjo Bolt for Single Banjo Fitting (0.78" shank). . . Part No. 3242-012 . $6.99

12 x 1.00mm Banjo Bolt for Single Banjo Fitting (0.98" shank) . . Part No. 3242-044 $10.49

Aluminum Banjo Bolts for a Single Banjo Fitting:
9⁄16-18 Aluminum Banjo Bolt for Single Banjo (0.95" shank). . . . . Part No. 3242-026 $15.49

See page 94 for aluminum banjo bolts with metric threads.

Standard Banjo Bolts for a Single Banjo Fitting
7⁄16-24 Banjo 
Bolt for Single Banjo 
Fitting (Small Hex) 
Part No. 3242-025

9⁄16 -18 Aluminum Banjo 
Bolt for Single Banjo Fitting 
Part No. 3242-026

These innovative banjo bolts make bleeding your hydraulic system easier than ever 
before! The bleeder allows you to bleed the system from multiple points, not just the cali-
pers. This can be especially helpful when the calipers are lower than the master cylinders.
Banjo Bolts with Bleeder Screw for a Single Banjo Fitting:

3⁄8-24 Banjo Bolt with Bleeder for Single Banjo (0.77'' shank). . . . Part No. 3242-019 .$17.99
10 x 1.00mm Bolt with Bleeder for Single Banjo (0.77'' shank) . . . Part No. 3242-021 $11.99
10 x 1.25mm Bolt with Bleeder for Single Banjo (0.77'' shank) . . . Part No. 3242-022 $13.99

Banjo Bolts with Bleeder Screw for Two Stacked Banjo Fittings:
10 x 1.00mm Bolt with Bleeder for Two Banjos (1.17'' shank) . . . . . Part No. 3242-023 $14.29
10 x 1.25mm Bolt with Bleeder for Two Banjos (1.17'' shank) . . . . . Part No. 3242-042 $14.29

Banjo Bolts with an Integral Bleeder Fitting

These banjo bolts allow you to install a pressure activated brake light switch without add-
ing a tee fitting. Simply replace an existing banjo bolt in your system with one of these 
pre-wired bolts. The pigtail leads are 10 inches long for easy two-wire hookup.
Banjo Bolts with Brake Light Switch for a Single Banjo Fitting:

3⁄8-24 Banjo Bolt with Switch for Single Banjo (0.93" shank). . . . . Part No. 3242-013 $12.99
7⁄16-24 Banjo Bolt with Switch for Single Banjo (0.93" shank) . . . . Part No. 3242-014 $12.99

10 x 1.00mm Bolt with Switch for Single Banjo (0.74" shank) . . . . Part No. 3242-015 $12.99
10 x 1.25mm Bolt with Switch for Single Banjo (0.83" shank) . . . . Part No. 3242-016 $15.99

Banjo Bolts with Brake Light Switch for Two Stacked Banjo Fittings:
10 x 1.00mm Bolt with Switch for Two Banjos (1.17" shank) . . . . . . Part No. 3242-017 $15.99
10 x 1.25mm Bolt with Switch for Two Banjos (1.24" shank). . . . . . Part No. 3242-018 $15.99

Banjo Bolts with an Integral Brake Light Switch

Bleeder Screws

This unique hose end is meant to be used as a bleeder for 
hydraulic clutch slave cylinders.  Bulkhead mount keeps 
bleeder hose safe and secure.  Requires a 3⁄8 -24 bulkhead 
mounting nut (sold separately).

Bulkhead Mounted size 3 Hose End with Bleeder Screw. . .Part No. 3266-20. . . . . . . $28.99
3⁄8-24 Self-Locking High Temp. Jetnut for mounting . . . . . .Part No. MS21042-6. . . . . . . 99¢

Bulkhead Mounted Size 3 Hose End with Bleeder Screw

3⁄8-24 Banjo Bolt for Two Banjo Fittings (1.55" shank) . . . . . . . . Part No. 3242-002 . . . . .$9.19
3⁄8-24 Banjo Bolt for Two Banjo Fittings, short (1.17" shank) . . Part No. 3242-039 . . . . $8.29
10 x 1.0mm Banjo Bolt for Two Banjo Fittings (1.17" shank) . . . Part No. 3242-008. . . . $5.99
10 x 1.25mm Banjo Bolt for Two Banjo Fittings (1.17" shank). . Part No. 3242-009. . . . $5.99
7⁄16-20 Banjo Bolt for Two Banjo Fittings (1.40" shank) . . . . . . . Part No. 3242-006. . . .$11.49

Standard Banjo Bolts for Two Stacked Banjo Fittings
3⁄8-24 Banjo Bolt for Two 
Stacked Banjo Fittings  
Part No. 3242-002

Remember to order three crush 
washers (sold separately) when 
stacking two banjo fittings!

See page 94 for larger metric banjo bolts and  
banjo adapters in aluminum for fuel and oil systems. 

See our website for more sizes in steel and stainless steel.

This special fitting is designed to accept the remote bleeder for 
hydraulic clutch slave cylinders.  The bulkhead mount keeps the 
hose secure, and the 3AN male bulkhead fitting lets you use a 
standard premade hose.  Requires a 3⁄8-24 bulkhead mounting 
nut and a 3⁄8-24 bleeder screw (each sold separately).  

3AN Bulkhead Mount for 3⁄8-24 Bleeder Screw. . . . . . . . . . . .Part No. 3266-25. . . . . . . $21.49
3⁄8-24 Self-Locking High Temp. Jetnut for mounting . . . . . .Part No. MS21042-6. . . . . . . 99¢

3AN Bulkhead Mount for 3⁄8-24 Bleed Screw

See page 126 for our Brake Bleeder Bottles!

Prices shown are current as of January 16, 2019.
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